MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Janus International Corporation
134 Janus Internationat Blvd.
Temple, GA 30179

ScorE: This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-Product Control
Section to be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHI).
This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section (In
Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this product or
material tested for quality assurance purposes. If this product or material fails to perform in the accepted manner, the
manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or suspend the use of
such product or material within their jurisdiction, RER reserves the right to revoke this acceptance, if it is determined
by Miami-Dade County Product Control Section that this product or material fails to meet the requirements of the
applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: Series “3400” Steel Roli-Up Door up to 12-0” Wide

APPROVAL DOCUMENT: Drawing No. T1011, titled “Dade County Commercial Door Series 3400 Max.
Size 12°-0” x 20°-0”, sheets 1 and 2 of 2, dated 03/16/20006, prepared by Janus International Corporation,
signed and sealed by Joseph. H. Dixon Jr.,, P.E., bearing the Miami-Dade County Product Control renewal
stamp with the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control
Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: A permanent labef with the manufacturer’s name or logo, city, state, model/series number, the positive
and negative design pressure rating, indicate impact rated if applicable, installation instruction drawing reference
number, approval number (NOA), the applicable test standards, and the statement reading ‘Miami-Dade County Product
Control Approved’ is to be located on the door’s side track, bottom angle, or inner surface of a panel.
LIMITATION: Operating (Roll-up) mechanism is not part of this approval. It must be certified by an independent
testing agency, if required.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA,

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer ot its distributors and
shall be avaitable for inspection at the job site at the request of the Building Official.

This NOA renews NOA # 12-0322.06 and consists of this page | and evidence page E-1, as well as approval
document mentioned above,

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No. 13-0124,05
Expiration Date: April 19, 2017
Approval Date: April 11,2013
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Janus International Corporation

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS “Submitted under NOA # 06-0809.09”

1. Drawing No. T1011, titled “Dade County Commercial Door Series 3400 Max, Size
12°-0” x 20°-0”, sheets 1 and 2 of 2, dated 03/16/2006, prepared by Janus International
Corporation, signed and sealed on 07/29/2006 by Joseph. H. Dixon, Jr., P.E.

TESTS
1. Test report on Forced Entry Resistance Test per FBC, TAS 202-94 of a Series 3400, 24

Gauge Commercial Rotl-up Door, prepared by Element Materials Technology, Test Report
No. ESP012111P-1, dated 01/14/2013, signed and sealed by Thomas A. Kolden, P.E.

“Submitted under NOA # 06-0809.09”

2. Certified Testing Laboratories Report No. CTLA-1493W, pages 1 thru 5 of 5, dated
03/16/2006, signed and sealed on 03/17/2006 by Ramesh Patel, P.E. for Testing
Standards TAS 201, TAS 202 and TAS 203.

3. Certified Testing Laboratories Report No. 1493W for Galvanized Steel, dated
02/14/20006, signed and sealed on 03/17/2006 for Tensile Test per ASTM E8 by
Ramesh Patel, P.E.

CALCULATIONS “Submitted under NOA # 06-0809.09”

1. Calculations for attachment of guide angles to steel or concrete jamb prepared by
Joseph H. Dixon, Jr. PE, dated 02/03/2006, 18 pages, signed and sealed on 07/29/2006
by Joseph H. Dixon, Jr., PE.

QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

MATERIAL CERTIFICATIONS
1. None.

STATEMENTS “Submitted under NOA # 12-0322.06”
1. Statement letter of code conformance to 2010 FBC, dated 03/14/2012, issued, signed
and sealed by Joseph H. Dixon, Jr., P.E. s
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Carlos M, Utrera, P.E,

Product Control Examiner
NOA No. 13-0124.05
Expiration Date: April 19, 2017
Approval Date: April 11, 2013
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GENERAL NOTES

L THIS ROLL-UP DOOR SYST
TO THE UNIFORM STATIC
T0 TAS 301-94,

2, THE DOOR I§ DESIGNED
CONTROL DIVISION FOR
FLORIDA BUILDING CODE,

3. DESIGN LOAD RATING =

4 WIND LOADS FOR BUILDING OPENINGS SHALL BE DEYERMINED BY A PROFESSIONAL
ENGINEER USING APPROPRIATE WIND SPEED AND DESIGN CRITERIA,
HAY BE USED WHERE ITS DESIGN LDAD MEETS
REQUIRED FOR THE BUILDING OPENING,

S, THE BUILDING ENGINEER

EM HAS BEEN SUCCESSFULLY TESTED ACCURDING

AIR PRESSURE TEST PER TAS 202-94, THE LARGE
HISSILE IMPACT TEST PER TAS 201-94 AND
LOADING TEST PER TAS 20394,

THE CYCLIC WIND PRESSURE
IN AN INDEPENDENT TESTING LAB CONFORMING

10 COMPLY WITH THE MIAMI~DADE COUNTY PRODUGT
THE HIGH VELDCITY HURRICANE ZANE (HVHZ} OF THE

+43,0
-49.0

PSF POSITIVE WIND LOAD
PSF NEGATIVE WIND LOAD

THIS DOOR
OR EXCEEDS THE DESIGN LOAD

SHALL VERIFY ‘THE ADEQUAGCY OF THE -BUILDING

STRUCTURE 70 WITHSTAND SUPERIMPOSED LOADS Pxpf, Pypf + Rypf, Pxnf

AND Pynf + Rynf.

6. EACH MIANI-DADE COUNTY DOOR ASSEMBLY SHALL BE LABELED AS FOLLOWS:
JANUS INTERNATIONAL CORPORATION
TEHPLE, GA
HIAMI~DADE COUNTY PRODUCT CONTROL APPROVED

7 ALL WELDING SHALL BE PERFURMED BY
WITH THE LATEST EDITION OF AWS SPECIFICATIONS.

QUALIFIED WELDERS IN ACCDRDANCE
ALL WELDING ELECTRODES

SHALL CONFORM TO AWS A5, GRADE F-70, .
8 ALL BOLTS AND WASHERS SHALL BE GALVANIZED STEFL OR STAINLESS STEEL

WITH A MINIHUM TENSILE
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10

STRENGTH OF 60 KSI
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TEST REPORT NI, CTLA~1493W.
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JANUS INTERNATIONAL CORPORATION
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